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Dimensions (mm)

AIR FLOW SWITCH - TYPE SL5101
Air Flow Range: 1 to 10 m/s
4 Wire DC Pre-Wired

Comes with SPST Relay output

Part No.

SL5141
SL5101
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Technical Data at 20°C

Supply Voltage 24 VDC (£ 25 %)

Maximum Load Current 3ARS0 VAC

Supply Cumrent <=50 mA

Voltage Drop Not Applicable (relay contact output)
Output Function SPST Relay, N.O.

Status Indicator

Red LED: Power, Green LED: Qutput

Pressure Rating 14.5 PSI (1 bar)

Media Temperature 1410 1222 F (-10 to 50° C)

Temperature Compensation

Up to 9° F/min ( up to 5° C/ min)

Set Point Range Air: 1 to 4 m/s { 197 to 787 fi/min)
Response Time 3 to 60 seconds

Switch On Delay 60 seconds

Housing Material Body: Pocan, Active Face: Nickel Silver
Protection Rating NEMA 3,4, 12, 13, IP 65

Termination Pre-Wired

Cable 2 meter PUR cable, 1/4” diameter, 20 AWG
Accessories Included Mounting Clamp and Screwdriver

Wiring
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Relay Contact Output
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610-3234-2000 800-441-8246 fax 610-324-2010

Concerning Safety... [FM efecter makes every effort to build a dependable
product, but every product will eventually fail. Therefore, your equipment
must be designed to prevent property damage and personal injury 1f our
products fal. [FM efector products are not designed to be used as stand-alone
devices 1o protect or guard human hife or limb. - Prices F O B Exton, Pa.
Prices and specitications subject to change without notice




